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L1

L2

Ø

GOLD SILVER BRONZE 

Ø 
mm

L1 
mm

L2 
mm

For Anchor 
Size

€/
Pc. Item No.

8.0 113 27 M6/ 25mm 30.10 8 308 277

8.0 119 33 M6/ 30mm 30.70 8 308 337

10.0 119 27 M8/ 25mm 31.20 8 310 277

10.0 119 33 M8/ 30mm 31.80 8 310 337

10.0 130 44 M8/ 40mm 32.30 8 310 447

Ø 
mm

L1 
mm

L2 
mm

For Anchor 
Size

€/
Pc. Item No.

12.0 122 27 M10/ 25mm 36.90 8 312 277

12.0 133 44 M10/ 40mm 38.00 8 312 447

15.0 122 27 M12/ 25mm 43.60 8 315 277

15.0 144 55 M12/ 50mm 45.30 8 315 557

Ø 
mm

L1 
mm

L2 
mm

For Anchor 
Size

€/
PU Item No.

8.0 113 27 M6/ 25mm 271.00 830 827 710

10.0 119 33 M8/ 30mm 285.80 831 033 710

Ø 
mm

L1 
mm

L2 
mm

For Anchor 
Size

€/
PU Item No.

12.0 133 44 M10/ 40mm 341.00 831 244 710

15.0 144 55 M12/ 50mm 407.50 831 555 710

830007 | ROCKET 5 Stop Drill Bits SDS-plus

10 Pack

Single packaging with hanger

Art.-Group� 97

Art.-Group� 97

Perfectly suited for drop-in anchors

	• Hammer drill bits with depth stop
	• For drilling holes of continuously constant depth
	• Maximum precision in depth of the drill hole, as the depth  

stop on the drilling machine cannot shift
	• Huge time savings compared to standard drill bits, as there  

is no need to carefully approach the drill with a depth stop  
or an adhesive tape 

	• Wear marks show whether the tool is still suitable to drill  
dowel-compatible holes

	• Made of high-quality tempered steel [34CrNiMo6] especially 
selected for the toughest applications

	• The PGM-Certification guarantees accurate dowel holes and  
precise concentricity

	• Designed to drill: reinforced concrete, concrete, natural stone, 
masonry, aerated concrete and sand-lime brick

10 pcs. in cardboard box

Perfect for mounting cable routes and water pipes For setting impact anchors
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L1

L2

Ø

GOLD SILVER BRONZE 

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

12.0 340 200 81.79 812 340

12.0 540 400 89.31 812 540

12.0 740 600 111.58 812 740

14.0 340 200 89.31 814 340

14.0 540 400 105.69 814 540

15.0 340 200 89.82 815 340

15.0 540 400 107.98 815 540

16.0 340 200 91.78 816 340

16.0 540 400 109.82 816 540

16.0 740 600 126.72 816 740

16.0 940 800 140.14 816 920

16.0 1,320 1180 321.77 8 161 320

16.0 1,620 1480 723.17 8 161 620

16.0 2,000 1860 968.47 8 162 000

18.0 340 200 93.26 818 340

18.0 540 400 114.23 818 540

18.0 740 600 130.71 818 740

18.0 940 800 143.59 818 920

18.0 1,320 1180 321.77 8 181 320

18.0 2,000 1860 987.44 8 182 000

20.0 320 200 98.17 820 320

20.0 520 400 117.52 820 520

20.0 720 600 134.66 820 720

20.0 920 800 150.46 820 920

20.0 1,320 1200 325.79 8 201 320

20.0 2,000 1880 1,002.93 8 202 000

22.0 320 200 104.73 822 320

22.0 520 400 122.53 822 520

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

22.0 720 600 148.01 822 720

22.0 920 800 158.98 822 920

22.0 1,320 1200 332.47 8 221 320

22.0 2,000 1880 1,069.80 8 222 000

24.0 320 200 106.53 824 320

24.0 520 400 124.55 824 520

25.0 320 200 107.36 825 320

25.0 520 400 125.39 825 520

25.0 720 600 161.65 825 720

25.0 920 800 190.11 825 920

25.0 1,320 1200 349.18 8 251 320

25.0 2,000 1880 1,120.50 8 252 000

26.0 320 200 121.14 826 320

26.0 520 400 140.81 826 520

26.0 920 800 212.46 826 920

28.0 370 250 131.82 828 370

28.0 570 450 141.77 828 570

28.0 670 550 178.79 828 670

28.0 920 800 220.54 828 920

28.0 1,320 1200 394.77 8 281 320

30.0 370 250 130.46 830 370

30.0 570 450 147.18 830 570

30.0 920 800 231.99 830 920

32.0 370 250 134.21 832 370

32.0 570 450 155.53 832 570

32.0 720 600 201.54 832 720

32.0 920 800 237.86 832 920

32.0 1,320 1200 416.01 8 321 320

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

32.0 2,000 1880 1,163.60 8 322 000

35.0 370 250 149.98 835 370

35.0 570 450 176.18 835 570

35.0 670 550 212.23 835 670

35.0 920 800 288.21 835 920

35.0 1,320 1200 443.79 8 351 320

35.0 2,000 1880 1,213.35 8 352 000

37.0 370 250 187.13 837 370

37.0 570 450 199.93 837 570

37.0 920 800 281.89 837 920

38.0 370 250 178.66 838 370

38.0 570 450 215.53 838 570

40.0 370 250 211.40 840 370

40.0 570 450 249.93 840 570

40.0 720 600 293.82 840 720

40.0 920 800 323.66 840 920

40.0 1,320 1200 526.31 8 401 320

40.0 2,000 1880 1,605.97 8 402 000

45.0 570 450 309.76 845 570

45.0 920 800 472.84 845 920

50.0 570 450 354.05 850 570

52.0 570 450 358.89 852 570

80000 | ROCKET 5 Hammer Drill Bits SDS-max

Single packaging with hanger

Art.-Group� 43

	• 5 Crushers use impact and torsion to create precise drill  
holes in concrete, reinforced concrete, masonry, natural stone, 
sand-lime brick and aerated concrete

	• Made of high-quality tempered steel [34CrNiMo6] especially 
selected for the toughest applications

	• 4-spiral helix geometry minimizes vibrations during drilling and 
contributes to the protection of man and machine 
 

	• The pilot centering tip ensures precise spot drilling  
and long tool lifetime even in extreme applications

	• Reinforcement chamfers prevent jamming in case of  
reinforcement hits

	• Wear marks for the proof of dowel-compatible holes
	• For drill bits longer than 450 mm, it is recommended  

to pre-drill with a shorter drill bit of the same diameter

All hammer drill bit dimensions are also available in bulk. Please enquire if required.

The ALLROUNDER

Special dimensions on request. Also possible in lengths over 2,000 mm.
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99 960 99 986 80 001 99 987

GOLD SILVER BRONZE 

Content Pieces Packaging €/Pc. Item No.

Ø 20 x 520/400 mm 
Ø 25 x 520/400 mm 
Ø 35 x 570/450 mm

3 Plastic box 395.40 99 960

Ø 25 x 520/400 mm 
Ø 26 x 520/400 mm 
Ø 35 x 570/450 mm

3 Plastic box 401.90 99 986

Ø 25 x 520/400 mm 
Ø 30 x 570/450 mm 
Ø 35 x 570/450 mm

3 Plastic box 407.80 80 001

Ø 22 x 520/400 mm 
Ø 28 x 570/450 mm 
Ø 28 x 920/800 mm 
Ø 35 x 570/450 mm

4 Plastic box 604.30 99 987

Sets
Art.-Group� 47
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PGM certified

The SPRINTER
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Rotary Hammer Drill Bit With 2 Cutting Edges SDS-plus

Extremely Durable
	• �Wide spiral backs and core-reinforced helix for an 

even wear and high breaking stability

	• Drill bit body made of high-quality tempered steel 

[34CrNiMo6]

Maximum Speed 
	• 3 crushers for extremely fast material destruction

	• 2-spiral helix geometry for a rapid removal of the 

drilling dust

Highest Security
	• �Wear marks for identifying the wear limit in  

accordance with the PGM

	• Innovative geometry of the carbide plate for an  

exact fit on the drill bit body

	• Pilot centering tip for precise spot-drilling without 

slipping off

Range of Application Characteristics

-  Concrete

-  Masonry

-  Natural stone 

-  Sand-lime brick

-  Fast

-  Powerful 

-  Precise

-  Low vibration
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L1

L2

Ø

GOLD SILVER BRONZE 

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

3.0 110 50 8.90 8 303 110**

3.2 110 50 11.79 83 032 110**

3.5 110 50 9.83 83 035 110**

4.0 110 50 5.55 8 304 110

4.0 160 100 7.72 8 304 160

5.0 110 50 4.77 8 305 110

5.0 160 100 5.65 8 305 160

5.0 210 150 7.70 8 305 210

5.0 260 200 12.06 8 305 260

5.0 310 250 12.58 8 305 310

5.0 360 300 20.71 8 305 360

5.0 450 390 24.06 8 305 450

5.5 110 50 5.29 83 055 110

5.5 160 100 5.79 83 055 160

5.5 210 150 7.97 83 055 210

5.5 260 200 10.53 83 055 260

5.5 310 250 16.03 83 055 310

5.5 410 350 22.99 83 055 410

6.0 110 50 4.50 8 306 110

6.0 160 100 5.03 8 306 160

6.0 210 150 7.66 8 306 210

6.0 260 200 9.42 8 306 260

6.0 310 250 18.64 8 306 310

6.0 460 400 23.91 8 306 450

6.5 110 50 6.11 83 065 110

6.5 160 100 6.90 83 065 160

6.5 210 150 10.00 83 065 210

6.5 260 200 11.38 83 065 260

6.5 310 250 12.58 83 065 310

6.5 450 390 26.52 83 065 450

7.0 110 50 6.26 8 307 110

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

7.0 160 100 7.22 8 307 160

7.0 210 150 7.88 8 307 210

7.0 250 190 14.33 8 307 250

8.0 110 50 5.98 8 308 110

8.0 160 100 6.17 8 308 160

8.0 210 150 7.70 8 308 210

8.0 260 200 8.63 8 308 260

8.0 310 250 12.31 8 308 310

8.0 400 340 16.79 8 308 400

8.0 460 400 17.63 8 308 460

8.0 600 540 30.73 8 308 600

8.0 1,000 940 63.31 83 081 000

9.0 160 100 7.79 8 309 160

9.0 210 150 9.76 8 309 210

9.5 160 100 8.85 83 095 160**

10.0 110 50 7.45 8 310 110

10.0 160 100 7.55 8 310 160

10.0 210 150 9.10 8 310 210

10.0 260 200 10.75 8 310 260

10.0 310 250 12.29 8 310 310

10.0 350 290 17.13 8 310 350

10.0 450 390 19.53 8 310 450

10.0 600 540 31.93 8 310 600

10.0 800 740 44.23 8 310 800

10.0 1,000 940 68.57 83 101 000

11.0 160 100 9.53 8 311 160

11.0 260 200 12.62 8 311 260

12.0 160 110 8.38 8 312 166

12.0 210 160 10.10 8 312 216

12.0 260 210 12.93 8 312 266

12.0 310 260 15.88 8 312 310

12.0 360 310 20.08 8 312 360

12.0 450 400 22.01 8 312 450

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

12.0 600 550 32.65 8 312 600

12.0 800 750 59.09 8 312 800

12.0 1,000 950 83.10 83 121 000

12.7 160 110 11.12 83 127 160**

13.0 160 110 11.48 8 313 166

13.0 210 160 14.16 8 313 210

13.0 260 210 15.88 8 313 266

13.0 310 260 18.09 8 313 310

13.0 450 400 29.63 8 313 450

14.0 160 110 12.25 8 314 166

14.0 210 160 13.62 8 314 216

14.0 260 210 15.33 8 314 266

14.0 310 260 16.18 8 314 310

14.0 450 400 24.69 8 314 450

14.0 600 550 36.62 8 314 600

14.0 800 750 63.34 8 314 800

14.0 1,000 950 88.00 83 141 000

15.0 160 110 15.07 8 315 166

15.0 210 160 16.91 8 315 210

15.0 260 210 17.92 8 315 266

16.0 160 110 15.95 8 316 166

16.0 210 160 17.13 8 316 216

16.0 260 210 20.93 8 316 260

16.0 310 260 22.69 8 316 300

16.0 450 400 34.25 8 316 450

16.0 600 550 38.17 8 316 600

16.0 800 750 65.87 8 316 800

16.0 1,000 950 93.76 83 161 000

17.0 210 160 29.72 8 317 200

17.0 310 260 34.59 8 317 310

17.0 450 400 38.52 8 317 450

17.5 200 150 34.71 83 175 200**

83000 | ROCKET 3 Hammer Drill Bits SDS-plus

Single packaging with hanger

Art.-Group� 41

	• 3 crushers achieve maximum drilling speed and ultimate 
destruction with impact and torsion.

	• Made of high-quality tempered steel [34CrNiMo6] especially 
selected for the toughest applications

	• Core-reinforced spiral ensures highest breaking stability even 
under extreme stress

	• 2-spiral helix geometry for a rapid removal of the drilling dust

	• Pilot centering tip for precise spot-drilling without slipping off
	• For drill bits longer than 450 mm, it is recommended to  

pre-drill with a shorter drill bit of the same diameter - for  
diameters smaller than 10 mm from a length of 250 mm

	• Designed to drill: concrete, natural stone, masonry, aerated  
concrete and sand-lime brick

Special dimensions on request. Also possible in lengths over 1,000 mm.

**Shape of carbide plate deviates

The SPRINTER
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Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

5.0 110 50 202.73 83 05 110 5

6.0 110 50 191.25 83 06 110 5

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

6.0 160 100 213.78 83 06 160 5

8.0 160 100 262.23 83 08 160 5

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

10.0 160 100 320.88 83 10 160 5

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

6.5 210 150 47.50 83 065 210 05

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

6.5 260 200 54.06 83 065 260 05

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

6.5 310 250 59.76 83 065 310 05

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

18.0 200 150 29.78 8 318 200

18.0 300 250 34.84 8 318 300

18.0 450 400 38.58 8 318 450

18.0 600 550 56.16 8 318 600

18.0 1,000 950 111.19 83 181 000

19.0 200 150 35.43 8 319 200

19.0 450 400 43.03 8 319 450

20.0 200 150 36.44 8 320 200

20.0 300 250 41.01 8 320 300

20.0 450 400 43.82 8 320 450

20.0 600 550 58.12 8 320 600

20.0 1,000 950 124.16 83 201 000

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

22.0 250 200 52.57 8 322 250

22.0 300 250 60.64 8 322 300

22.0 450 400 67.60 8 322 450

22.0 600 550 89.46 8 322 600

22.0 1,000 950 127.15 83 221 000

24.0 250 200 58.97 8 324 250

24.0 450 400 75.74 8 324 450

25.0 250 200 62.41 8 325 250

25.0 300 250 69.87 8 325 300

25.0 450 400 80.76 8 325 450

25.0 600 550 129.53 8 325 600

25.0 1,000 950 154.03 83 251 000

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

26.0 250 200 66.03 8 326 250

26.0 450 400 82.77 8 326 450

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

5.0 110 50 42.93 83 05 110 10

5.0 160 100 50.85 83 05 160 10

6.0 110 50 40.50 83 06 110 10

6.0 160 100 45.27 83 06 160 10

6.0 210 150 68.94 83 06 210 10

6.0 260 200 84.78 83 06 260 10

7.0 160 100 64.98 83 07 160 10

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

8.0 110 50 53.82 83 08 110 10

8.0 160 100 55.53 83 08 160 10

8.0 210 150 69.30 83 08 210 10

8.0 260 200 77.67 83 08 260 10

10.0 110 50 67.05 83 10 110 10

10.0 160 100 67.95 83 10 160 10

10.0 210 150 81.90 83 10 210 10

10.0 260 200 96.75 83 10 260 10

10.0 310 250 110.61 83 10 310 10

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

12.0 160 110 75.42 83 12 166 10

12.0 210 160 90.90 83 12 216 10

12.0 260 210 116.37 83 12 266 10

12.0 310 260 142.92 83 12 310 10

14.0 160 110 110.25 83 14 166 10

14.0 210 160 122.58 83 14 216 10

14.0 260 210 137.97 83 14 266 10

14.0 310 260 145.62 83 14 310 10

Art.-Group� 41

83000 | ROCKET 3 Hammer Drill Bits SDS-plus

5 pack with hanger

Art.-Group� 41

5 Pack, 10 Pack and 50 Pack

10 pack with hanger

50 pack

All hammer drill bit dimensions are also available in bulk. Please enquire if required.
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8304183300 8373083045

L1

L2

Ø

83049

GOLD SILVER BRONZE 

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

5.0 115 55 10.20 89 050 115 7

5.0 160 100 10.70 89 050 160 7

5.5 115 55 11.20 89 055 115 7

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

5.5 160 100 11.70 89 055 160 7

6.0 160 100 12.30 89 060 160 7**

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

5.0 115 55 89.30 89 050 115 710

5.0 160 100 93.80 89 050 160 710

5.5 115 55 98.30 89 055 115 710

Ø 
mm

L1 
mm

L2 
mm

€/
PU Item No.

5.5 160 100 102.70 89 055 160 710

6.0 160 100 108.10 89 060 160 710**

Content Pieces Packaging €/Pc. Item No.

Ø 6 x 110/50 mm 
Ø 6 - 8 - 10 x 160/100 mm 
Ø 12 x 160/110 mm

5 Plastic box 27.40 83 045

Ø 5 - 6 - 8 x 110/50 mm 
Ø 6 - 8 - 10 x 160/100 mm 
Ø 12 x 160/110 mm

7 Plastic box 41.10 83 049

Ø 5 - 6 - 8 x 110/50 mm 
Ø 6 - 8 - 10 x 160/100 mm 
Ø 12 x 160/110 mm

7 Metal box 48.90 83 300

Ø 5 - 6 - 8 x 110/50 mm 
Ø 6 - 8 - 10 x 160/100 mm 
Ø 12 x 160/110 mm

7 Plastic box 53.60 83 730

5x each 
Ø 6 x 110/50 mm 
Ø 10 x 160/100 mm 
Ø 12 x 160/110 mm 
Ø 8 - 10 x 210/150 mm 
Ø 12 x 210/160 mm 
10x each 
Ø 6 - 8 x 160/100 mm

50 Metal case 343.40 83 041

Art.-Group� 47

Sets

	• Ideal for fastening flat roof constructions to concrete substructures

	• Use only in combination with an SDS-plus adapter for cone drill bits

	• Significant cost savings and lower risk of breakage compared to conven-

tional hammer drill bits with SDS-plus shank

890007 | ROCKET 3 Cone Drill Bits
Art.-Group� 97

**Production at incoming order: Delivery time approx. 3 months, minimum order quantity 100 pcs.

Single packaging with hanger

10 pack with hanger
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L1

L

L2

Ø

Ø

L

GOLD SILVER BRONZE 

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

5.0 90 25 20.50 89 050 090 13**

5.0 100 35 21.10 89 050 100 13**

5.0 110 45 21.50 89 050 110 13**

5.0 120 55 22.00 89 050 120 13**

5.0 165 100 23.20 89 050 165 13**

Ø 
mm

L1 
mm

L2 
mm

€/
Pc. Item No.

5.5 90 25 20.70 89 055 090 13**

5.5 100 35 21.30 89 055 100 13**

5.5 110 45 21.80 89 055 110 13**

5.5 120 55 22.40 89 055 120 13**

5.5 165 100 23.60 89 055 165 13**

L 
mm

€/
Pc. Item No.

140 14.90 81 119

Single packaging with hanger

•	 SDS-plus adapter for mounting cone drill bits

890013 | ROCKET 3 Cone Drill Bits With Insulation Countersink

•	 With Ø 18 mm insulation countersink for creating larger drill holes 
in insulating materials, e.g. for inserting a plastic sleeve

•	 Insulation countersink should not be used as a depth stop, as this 
may damage the vapor barrier

•	 For loosening cone drill bit from the adapter
•	 Fully hardened

**Production at incoming order: Delivery time approx. 3 months, minimum order quantity 100 pcs.

890007 |  Adapter for Cone Drill Bits
Art.-Group� 97

Art.-Group� 97

Art.-Group� 48

Single packaging with hanger

Single packaging with hanger

81000 | Ejector for Adapter

L 
mm

Ø 
mm

€/
Pc. Item No.

500 18.0 80.70 8 905 007

L 
mm

Ø 
mm

€/
Pc. Item No.

800 18.0 116.40 8 908 007
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PROCONNECT Adapter

SDS-max SDS-max

PROCONNECT 
extension shanks 
suitable for the most 
common hammer 
drill models

Tool sideMachine side

An extremely strong connection!

	• Simple and economical extension of drilling tools
	• No loss of power, the power of the machine is fully transferred 

to the tool tip

	• For tools from a diameter of 32 mm
	• Suitable for hammer drills up to 8 kg (12.5 joules impact  

energy)

85500 | PROCONNECT Extension System
Art.-Group� 36

81126 | �Adapter SDS-max for SDS-plus Hammer Drill Bits

Single packaging with hanger

Art.-Group� 37

	• For power tools with SDS-max shank
	• Adapter for connecting drilling tools with SDS-plus shank

	• Drilling tools of smaller diameters can also be used in heavy 
hammer drills

Description L mm €/Pc. Item No.

PROCONNECT adapter SDS-max on both sides / SDS-max on both sides 190 295.00 85 520

Extension shank SDS-max 320 53.10 85 501

Extension shank SDS-max 750 65.80 85 502

Extension shank SDS-max 1,100 89.80 85 503

All prices in EURO plus VAT and valid up to February 28th, 2026  
or revocation or publication of a follow-up brochure.

302506ROCKET_EN

4 000146 076019

Performance specifications, features, pictures, lists, dimensions and weight of products may change in the course of technical 

development and, due to adaptions to our customers‘ needs, without any obligation or prior notice. There is no obligation to change 

earlier deliveries accordingly. We are entitled to remove items from our product range. The offers in this promotion leaflet are not 

combinable with others. Sales only through specialized trade dealers. Errors and omissions as well as colour variations are subject 

to change. On account of limited stock some articles may already be sold out. 

© 2025 PROJAHN Präzisionswerkzeuge GmbH Deutschland.

Your PROJAHN Retailer

154projahn_official
PROJAHN  
Präzisionswerkzeuge 
GmbH

PROJAHN Präzisionswerkzeuge GmbH • Gottlieb-Daimler-Straße 5 • 63128 Dietzenbach • www.projahn.de

Further extensions can be found in catalog no. 20 on page 45.

Description L mm €/Pc. Item No.

Adapter for SDS-plus hammer drill bits / 
power tools with SDS-max socket

220 113.50 81 126

Single packaging with hanger


